
Packaging Outer package 1

Outer package 2

GENERAL INFORMATION

Description
PVC tape, rubberised adhesive.

Technical details
Breaking load: 23 N/cm.
Elongation at break: 170 %.
Adhesive power: 1.2 N/cm.
Unrolling force: 2.3 N/cm.
Temperature resistance: 80 °C.

Application(s)
Marking of hazardous traffic routes in workshops.
Identification of mobile equipment.
Demarcation of areas with restricted passage.

LOGISTIC INFORMATION

Caracteristics
Length (m) : 33
Width (mm) : 50
Thickness (mm) : 0.17

Yellow/Black adhesive demarcation tape

Plastic film
Height (cm) : 5
Length (cm) : 11,8
Depth (cm) : 11,8

Net weight (kg) : 0,418
Gross weight (kg) : 0,42

Carton box
Height (cm) : 32
Length (cm) : 37
Depth (cm) : 26

Net weight (kg) : 15,72
Gross weight (kg) : 16,0236x

Pallet
Height (cm) : 107
Length (cm) : 80
Depth (cm) : 120

Net weight (kg) : 489
Gross weight (kg) : 4991080x

TECHNICAL SHEET BIZ351051
BIZ 351 051

Bizline SAS – 13 boulevard du Fort de Vaux - 75017 Paris - France | Telephone : 0.800.311.211 - Fax : +33.1.81.93.66.79

SAS with a capital of 537 715 EUROS - 331 816 538 RCS Paris | www.bizline.com - Edition March 2024


