
Packaging Outer package 1

GENERAL INFORMATION

Advices
Do not cut steel wires or cables.
Always comply with recommended maximum cable Ø and cross-
sections.
Lubricate the blade drive mechanism regularly.

Application(s)
For cutting copper and aluminium single- and multi-conductor cables
up to Ø 100 mm.
Capable of cutting copper cables with maximum cross-section 800
mm².
Capable of cutting aluminium cables with maximum cross-section
1000 mm².

LOGISTIC INFORMATION

Caracteristics
Maximum cable Ø (mm) : 100
Cutting capacity maximum (cable section)
(mm²) : Cu 800/Al 1000
Length (mm) : 660-860
Weight (g) : 4980

Benefits
Clean cut cable without crushing.
Easy cutting thanks to the ratchet principle.
Less effort because of the high reduction
ratio.
Telescopic arms, can be used in restricted
spaces and at heights.

Ratchet cable cutter Ø 100 mm Premium

Carton box
Height (cm) : 9,5
Length (cm) : 68
Depth (cm) : 30

Net weight (kg) : 5,4
Gross weight (kg) : 5,7

Carton box
Height (cm) : 9,5
Length (cm) : 68
Depth (cm) : 30

Net weight (kg) : 5,4
Gross weight (kg) : 5,71x
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