
Packaging Outer package 1

Outer package 2

GENERAL INFORMATION

Description
Milled blade set in 8% cobalt HSS-bimetal. Progressive pitch for
faster and finer cutting.
Packed in sets of 5. 

Application(s)
Metal / steel.
Steel pipe
Stainless steel.
Wood with nails.
Pallets.
Composite materials.
Epoxy. 

Instructions
1. Straight cut.
2. Suitable for materials 3 to 150 mm thick.

LOGISTIC INFORMATION

Caracteristics
Blade Material : HSS (fast steel)
Cut type : Straight
Toothed length : 180
Pitch (mm) : 1.8-2.5

Materials

Metal
Wood
Stainless steel
Aluminium/copper
PVC / Plastic / Epoxy

Metal blade reciprocating saw (x 5)
Allows effortless cutting in standard metals.

Plastic holder
Height (cm) : 0,6
Length (cm) : 28
Depth (cm) : 5,6

Net weight (kg) : 0,113
Gross weight (kg) : 0,128

Carton box
Height (cm) : 12,5
Length (cm) : 28,5
Depth (cm) : 6

Net weight (kg) : 2,5
Gross weight (kg) : 2,720.00x

Carton box
Height (cm) : 37,5
Length (cm) : 28,5
Depth (cm) : 24

Net weight (kg) : 13,7
Gross weight (kg) : 14,3100.00x
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