
Packaging Outer package 1

Outer package 2

GENERAL INFORMATION

Description
Carbide-tooth blade.
Carbide teeth designed for cutting the toughest abrasive materials.
Extra-wide pitch teeth (18 mm) for fast cutting.
Extremely rigid blade for straight cuts.

Application(s)
Brick.
Aerated concrete.
Plasterboard.

Instructions
1. Straight cut.
2. Suitable for materials 30 to 200 mm thick.

LOGISTIC INFORMATION

Caracteristics
Blade Material : Carbide
Cut type : Right
Toothed length : 280
Pitch (mm) : 18

Materials

Solid materials
Cellular concrete
Plasterboard
Hollow brick
Solid brick

Multi-materials blade reciprocating saw x1
For fast cutting of building materials.

Plastic holder
Height (cm) : 0,5
Length (cm) : 35,1
Depth (cm) : 5,6

Net weight (kg) : 0,16
Gross weight (kg) : 0,18

Carton box
Height (cm) : 10,5
Length (cm) : 35,6
Depth (cm) : 6

Net weight (kg) : 2,832
Gross weight (kg) : 2,9220.00x

Carton box
Height (cm) : 37,5
Length (cm) : 28,5
Depth (cm) : 24

Net weight (kg) : 14,7
Gross weight (kg) : 15,3100.00x

TECHNICAL SHEET BIZ 782 079

Bizline SAS – 13 boulevard du Fort de Vaux - 75017 Paris - France | Telephone : 0.800.311.211 - Fax : +33.1.81.93.66.79

SAS with a capital of 537 715 EUROS - 331 816 538 RCS Paris | www.bizline.com - Edition February 2024


