
Packaging Outer package 1

Outer package 2 Outer package 3

GENERAL INFORMATION

Technical details
Metallised level with corrosion-resistant paint.
Comprises 4 level vials set with epoxy: vertical plumb site, horizontal,
45° and 30° levels.

Application(s)
Dual-view of vertical level for fast, accurate readings.
Lower magnetic foot adheres to metal surfaces.

LOGISTIC INFORMATION

Caracteristics
Length (mm) : 230
Weight (g) : 202

Benefits
Rare-earth magnets, high quality materials
for better fixing.
V-shaped grove to allow measurements for
pipes and pipework for fixing.
Drilling holes marked every 71 mm in
accordance with standard DIN 49075.

Magnetic Torpedo Level 230 mm

Carton box
Height (cm) : 22,9
Length (cm) : 1,9
Depth (cm) : 3,34

Net weight (kg) : 0,182
Gross weight (kg) : 0,234

Carton box
Height (cm) : 11,8
Length (cm) : 34,5
Depth (cm) : 25

Net weight (kg) : 1,82
Gross weight (kg) : 210x

Carton box
Height (cm) : 26,5
Length (cm) : 54,5
Depth (cm) : 36,5

Net weight (kg) : 7,28
Gross weight (kg) : 840x

Pallet
Height (cm) : 115
Length (cm) : 120
Depth (cm) : 80

Net weight (kg) : 116,16
Gross weight (kg) : 150640x
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